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TECHNICAL SPECIFICATIONS SIERRA T385 CRANE

• CUMMINS 6 CYL. TURBO DIESEL ENGINE, 155 HP @ 2200 RPM
• REXROTH DOUBLE VARIABLE DISPLACEMENT PISTON PUMPS
• MAXIMUM WORKING PRESSURE 3600 PSI
• OVERSIZED HEAVY DUTY HYDRAULIC OIL COOLER
• CAB ROTATION WITH REXROTH AXIAL PISTON MOTOR AND PLANETARY

REDUCTION GEAR
• MAXIMUM CAB ROTATION SPEED 8 RPM
• SOUNDPROOF CAB WITH HEATER AND AIR CONDITIONING
• HYDRAULIC ELEVATED CAB, SCISSOR STYLE
• FRONT BLADE AND 2 REAR STABILIZERS
• FOUR WHEEL DRIVE
• HEAVY DUTY INDUSTRIAL AXLES
• PUNCTURE PROOF SOLID RUBBER TIRES (10.00/20)
• TWO SPEED TRANSMISSION WITH REXROTH AXIAL PISTON MOTOR
• FRONT AXLE STEERING
• TRAVEL SPEED: 1ST GEAR 2 MPH – 2ND GEAR 8 MPH
• TWO PIECE BOOM, REACH 33’2”, MADE OF WELDOX STEEL
• FIVE BLADE ORANGE PEEL GRAPPLE WITH ROTATOR, _ CUBIC YARDS,

93” OPENING, WEIGHT 2150 LBS
• WEIGHT APPROX. 63000 LBS

OPTIONAL:
-     ELECTROMAGNET KIT: 7KW - 220VOLTS, 44” DIAMETER HEAVY DUTY MAGNET AND
      CONTROLS. WEIGHT 3850 LBS




